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Abstract

Abstract title in Times New Roman size 14 bold capital font. First paragraph abstract should be provided of 100 to 250 words length (8 to 15 lines). Use Times New Roman font 12 pt. size italics. First abstract text should be exclusively written in English language (NOT in Romanian). Leave 1 blank line blank at 12 pt. font setting between first and second abstract sections.
Rezumat
Second abstract text should be exclusively written in Romanian language. If the authors cannot provide a Romanian abstract, the editorial board will provide the translation of the English abstract. Please assure the necessary space in this case.  Leave 1 blank line blank at 12 pt. font setting between abstract and the first section heading. 

Keywords: a list of 5 to 10 keywords should be provided. Leave 3 blank lines at 12 pt. front setting between abstract and the first section heading.
1. Paper Layout
Follow sample pages enclosed for position of typing and type according to the instructions on the layout sheets supplied. Type your manuscript on good quality plain white paper

Manuscripts should be typed with Times New Roman size 12 characters in single space (Times New Roman RO for the Romanian text).

Use laser quality paper of A4 –European format (210 x 297 mm). Please provide original copy of manuscript. Laser printer required. Printed area is 170 x 255 mm with the following margins:

· top margin: 20 mm

· bottom margin: 20 mm

· right and left margin: 20 mm

Please do not change these settings!

A format with two equal columns should be used for paper text. The left and the right cells of the current line should be merged when inserting formulas, diagrams and figures.

Ensure all text, illustrations and formulas are of high definition with good contrast. Please note that all manuscript pages will be reduced to approximately 75% of the original size for printing. The visual quality of the bulletin will directly reflect the visual quality of the manuscripts submitted!

2. Page limit

Maximum allowed number of pages: 12 including illustrations, drawings, tables, annexes and references.

3. Header (on the first page)

Use Times New Roman RO font, size 14 bold. Follow annexes layout for content and position. LEave 3 blank lines at 12 point font setting between header and title.

4. Title of the paper

The title of the paper must be written in English language, in capital letters Times New Roman 16 pt. Bold and centered. Leave 2 blank lines at 12 pt. font setting between title and author names.

5. Authors

Authors’ names, without degrees or qualifi-cations and names of their institutions or companies are to be typed centered using Times New Roman 12 pt. font. Only initial letters should be capitals. Exponentials should be used to indicate affiliations, at the footer of the first page.

Authors’ affiliations should be written in foreign language, in Times New Roman size 10, near the subsequent exponential number. Leave 2 blank lines at 12 pt. font setting between authors’ names and abstract heading.

6. Abstract

Abstract title in Times New Roman size 14 bold capital font. Two paragraph abstract should be provided of 100 to 250 words length  (8 to 15 lines). Use Times New Roman font 12 pt. size italics.

The first text should be exclusively written in english language (NOT in Romanian). Leave 1 line blank at 12 pt. font setting between the abstract sections and 2 blank lines between the abstract sections and the first section heading.

7. Headings

· Main (first level) heading: Times New Roman size 14 bold;

· Second level heading: Times New Roman size 12 bold;

· Third level heading: Times New Roman size 12 bold Italic;

· Fourth level heading: Times New Roman 12 Italic

Leave 2 lines gap at 12 pt. font setting between the previous sections and heading. Leave one blank line between the heading and the first line of the text.

8. Section text

Section text should be written in English using the two equal columns.
Use Times New Roman size 12 font.

Table 1. Example of table (by section interruption).

	
	Yield stress, fy [N/mm2]
	Tensile strength, fu [N/mm2]

	Element
	Mill certificate
	Coupon tests
	Mill certificate
	Coupon tests

	Beam IPE360
	285.0
	329.8 flange

348.4 web
	427.0
	463.2 flange

464.0 web

	Column HEB300
	311.3
	313.0 flange

341.8 web
	446.0
	449.8 flange

464.4 web

	End plate
	281.0
	248.3
	424.7
	416.0

	Cover plate
	296.0
	273.2
	443.0
	436.7


9. Tables

Tables must be typed as part of the text.

Actual tables should be separately inserted in the paper (by interrupting the basic column used for text) and justified centered according to the model.

The word “Table” and a sequential number must be typed before the title of the table. For the title use Times New Roman size 12 font.

Leave 1 line gap at 12 pt. font setting between the previous section and table as well as between table and next section text.

Large tables should be typed “Landscape” (sideways on the page) reading up. An example is given before:
10. Equations

All equations used in the text should be numbered consecutively in Arabic by (1), (2), (3),….. The numbers should appear at the extreme right of the line, in paranthesis. 

Prior to equation insertion, merge the two cells of the current line of the basic table (see sample layout). Each equation should justify centrally within a column if there is enough space, or by section interruption if bigger. An example is given hereafter. All symbols should be explained within the text of your manuscript.
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11. Figures and Illustrations

Use black-and-white illustrations and figures. All illustrations and figures should be centered and inserted in the text (NO glued images !). Use scanned photographs.

Authors should ensure that spelling and symbols on diagrams conform to the usage in the text. No illustration should appear on the first page. No distinction should be made between diagrams and photographs.

The space used to insert figures also results by merging the two cells of the current line of the basic table.

Leave 1 line gap at 12 pt. font setting between the previous section and figure as well as between figure and next section text.

All figures must be referred into the text.

Please draw clear figures and note that your document will be reduced to approximate 75% of its original size (this concerns mainly figures notations !). An example is given below:
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Figure 1 – Example of a figure

12. Captions (figure legends)

Captions to illustrations (whether line diagrams or scanned photographs) should each start with the word “Figure”, be numbered sequentially and be shown below the illustration. 

It is important that the caption is kept clear of the text, by one line space.

Place the captions underneath the figure.

13. Footnotes

Footnotes should not be used.

14. Consistency of style

A paper is more easily understood if the author maintains a consistent style in such matters as punctuation, use of figure numbers, capitalization and abbreviations. It is even more important to maintain consistency in nomenclature and in the use of symbols. Inconsistencies interrupt the reader’s attention unnecessarily.

15. Pagination

Do not concern yourself with the numbering of the printed pages. Do not insert page numbers !

Number each page LIGHTLY IN PENCIL at the back (verso) of each sheet.
16. References

References should be quoted in the text, by names and year of apparition in brackets, carefully checked and grouped together at the end of the paper, outside the basic table, in alphabetic order. Example: (Ciutina et all, 2001). Reference name should appear in italics as shown in the example.

Use single space, Times New Roman size 12 characters.

17. Method of Reproduction

Papers will be reproduced photographically from the authors prepared originals and no hand corrections will be made to typescript as every mark will show! If corrections of one or two minor odd marks have to be made, white correction fluid is allowed. In any case, a correct reprinted page is always better.

18. Conclusions

Conclusions should state concisely the most important propositions of the paper, as well as the author’s view of the practical implications of the results.

19. Limitation of paper number

The PUT Scientific Bulletin, Construction & Architecture Series is usually printed in 2 issues per year.

The total number of paper allowed per year, either per individual author or in collaboration is maximum 2. Of this number, maximum 2 papers are permitted for the same person per year as single author or first author.

Please respect strictly this request and do not submit MORE papers, as this could be a reason of rejection! 

20. Paper review

Please do NOT insert at the end of your paper any reviewer name!

According to the general international use, the review of the papers will be provided by the editors, by means of highly qualified and recognized specialists, chosen to this purpose. Reviewers names will not be published. 

Authors are kindly asked to watch carefully the scientific content and the up-to-dateness character of their paper, as this could constitute a reason of paper rejection by the reviewer.

21. Final Checks

Once the manuscript is complete, we recommend you to run a spell check program through the text. The low quality of the foreign language is definitely a reason for paper rejection!

Authors are kindly asked NOT to submit papers which exceed the maximum number of pages allowed (12) since this could also cause paper rejection by the editors. 

All manuscripts will be reduced to approximately 75% of the original size. If possible, authors should check that all text is suitable for this reduction in size, especially text within illustrations. This can be accomplished by photocopying the original manuscript with the appropriate scale reduction and checking the clarity of the material. Do not send in the reduced size copy! We require the original, high quality, full size version.

Please note that there is an element of flexibility in the layout of your text, but we do request you follow these guidelines as closely as possible. Above all, please ensure the printed area of each page is as close to 175 mm x 255 mm as possible. This will improve the overall appearance of the final printed bulletin.

For further information please follow sample pages enclosed!

22. References (example)
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